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Android App
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Unpacking

Open the gift box, you will find the NVS18 scope camera
device with below accessories (If not specified, the SD
memory card is not provided in the package, please prepare
quality SD card (maximum 128G) for data storage. )
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A NOTICE: There are 3 inserts for adaptor. Different
combinations are suitable for different fitting diameters.
Please refer to the following combinations.

O+@+@+@D~39mm
@+B@+@=~42mm
@+ @ ~45mm
@D =~48mm
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If the scope diameter size is different from the above 4
sizes, please use the 3 rubber rings in the box to enlarge,
each one will increase the diameter about 1mm,the rubble
must not be overlapped.

———8D card slot
USB Charging port
USB Data Transimission to PC

Monitor—

~Up/Zoom +
~Menu/WIFI

L Video/Power/Ok
Down/Zoom -

Indicator Light

IR Swich/

A NOTICE:

When device is power on, the indicator light will be green.

When the device is in video recording, the green light
indicator will flash.

If the_red light is flashing, it indicates that the battery power is
low and needs to be charged.

Battery Charging

Charge the NVS18 camera using the USB type-c cable,
connect camera to the computer or a 5V= 2A adaptor. The
NVS18 charger light (red) turns on during charging and
turns off whenthe camerais fully charged.
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laser infrared lamp

N

Focusing Nut
Default direction
is anti-clockwise
to achieve sharp
and clear image
after clip on to the
scope

v

18650 battery

Warning: Do not turn the focusing nut to the
extreme end of both directions with force, it may
have the risk of damage or getting stuck of the nut.

Battery life

Each full charge of the battery in the package can record 7-
13 hours(reference only).Video resolution 1080P@120fps
consumes the highest power. Recommend to set the Auto-
Power Off in 5-15 minutes, in case you forget to turn off
the device which will lead to run empty of the battery.

Transferring Files to a Computer

Connect the NVS18 to your computer via the type-c USB
cable and turn on the device, then you can easily download
the videos/photos to your computer.
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A NOTICE: Please make sure there is a micro SD card
inside the device when you are trying to down load the
videos/photos.

Recommend to use Ultra High Speed: U3 card, some
micro SD card may have problem for Slow Motion recording.
Be careful when handling memory cards. Avoid liquids, dust
and debris.

Connecting to the APP

The ScopemateCam App lets you control your camera
remotely using a smart phone or tablet device.

STEP (U Scan the QR code on the cover, download and
install the App on your smart phone, or search directly in the
iOS App store.

STEP (2 Choose the network * SCOPEMATECAM_ xxx”.The
default password for your device is 12345678.

STEP 3 Open the ScopemateCam App and connect your

device. You can make the settings and preview or download
the video/ photo files to your mobile phone via APP.

Do not disconnect the hotspot when the device is
recording triggered by APP.
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Operation

Turn On / Off

Press the @ key and hold for about 2 seconds, with a beep
sound (can be turn on/off via APP setting) ,the device powers
on/off. Green light indicator will be on once the device is
power on. Once the device is power on, press this key to start
or stop recording. Light indicator will flash green in recording
status.

Wi-Fi On / Off

Press and hold the key and hold for about 2 seconds to
turn WiFi ON/OFF. when Wi-Fi is on, the yellow WiFi
indicator will flash, once successful connected to a smart
phone, the yellow Wi-Fi indicator will stop flash and keep on.
Do not turn off the Wi-Fi when the APP is recording.

IR light Control

Press the B key and hold for about 1 seconds to switch to
black/white mode, then press the key to adjust the laser
lamp lighting level(IR1-IR3 and IR Off). The laser lamp can
be stretch forward or back adjust the distance of the laser
lighting.

Digital Zoom

Press the Up and down key for digital zoom out and zoom in.
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Menu Settings

Press the Menu key enter the menu settings,
ScopemateCam App can also do the settings.

Loop Recording

Sub menu options are Off, 3, 5,and 8 minutes. Choose Off,
the device will record each video 3 minutes, once the SD
card is full, it will stop record.

Choose “3 minutes” “5 minutes” or “8 minutes”, the device

will record videos splitting into each 3, 5 or 8 minutes, once
the SD memory space is full, the new videos will cover the
oldest video files.
Note the R

all re

cording is turned on,

Default IR Brightness Level

Off: The device turns on with color mode, IR power off
IR1-IR3,the device turns on with the black&white mode, IR
turns on at 3 levels.

Slow Motion

Slow Motion options: Off and 1080P 4X.

Setting to 1080P 4X, the device will record the videos in
1080P 120fps and save the videos files into 1080P 30fps.
Audio can not be recorded at slow motion mode.

Anti-Flicker

Anti-Flicker can be set to Auto, 50Hz and 60Hz.
If video footage flashes, choose the right frequency to
improve.

Recoil-Activated Recording

Recoil-Activated Recording options contain: Off, Low
sensitivity, Medium sensitivity and High sensitivity.

Default setting is Off, once setting to low, medium or high
sensitivity, the device will automatically record 20 seconds
before and after the shot, manual pressing the video key, it
will also record 20 seconds.

For high recoil shotgun, please set it to low sensitivity and
vice versa.

For Air guns, generally set to high sensitivity due to its low
recoil, some too small recoil airgun, it may not be triggered,
please setting to off and manually press the video key to
record or set the Power On Auto Record menu on.

Lens Angle

Lens Angle options contain: Wide, Medium and Narrow.
“Wide” setting can see full of the scope

Narrow setting functions like the optical Zoom function.

Playback

Replay and review the videos and photos of the SD card.
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Record Audio Volume

Record Audio Volume options : Off, Low, Medium and High.
Default setting is Medium.

Key Sound

Default option is on, this will enable the beep sound when
press the keys of the device.

Restore Default Settings

You can use this function when you encounter abnormal
problems.

Video Rotation

Options: Off, -90, -180.

Ifthe device is mounted -90degree, please setting to -90, so
the videos recorded will have the normal viewing angle.
Resolution

Resolution options contain:2.7K(30FPS),2.7K(60
FPS),1080P (30 FPS),1080P (60 FPS), 1080P ( 120 FPS ) .
Power On Recording (App Setting only)

Default option is off, setting on to make the device start to

record when it is power on, if the recoil activated recording is
functioning, this setting is not necessary.
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Auto-Power Off

Set the camera automatically turn off, if there is no action, no
recording. Options are: 5 minutes,10minutes and 15
minutes. Strongly recommend to set this function to save
battery power since it is easily to forget to turn off by
yourself.

Screen Saver

Set the turning on duration of the monitor, it will
automatically turn off for a certain time, press any key to turn
on again.

Version

Indicate the firmware version of the device.

Image Stabilization can not function for this model.

Warranty

This product is warranted against defects in materials and
workmanship for a period 18months from the date of
purchase.

SCOPEMATE® 3 brand of
Shenzhen Hawel Technology Co.Ltd

www.haweltech.com
info@haweltech.com CE F@
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How to make both the reticle and the target focused?

First step is to adjust the focus knob of Scopemate, until you get a clear and

sharp image of the scope reticle (crosshairs).

: -

Focus Knob

Blurry Reticle Clear Reticle

If the target is not clear while the reticle is focused by the camera (but your
eyes still can see clearly the target), please adjust the side parallax of the

scope to make the target clear! -

Blurry'Target V Clear Target

Parallax error means the target and the reticle is not at the same focal plane, therefore, you need to
adjust the side paraltax of your scope to eliminate the parallax error, so that both the reticle and the
target can have a clear image in the recording video. If you do not adjust the side parallax, only make
the Scopemate focus, then the video will have one to be blurry (the target or the reticle).

When you move your head (eyes) from side to side to look throug the scope, you notice that the reticle
also moves relative to the target, this is Parallax Error. You still can see the target and the reticle clearly
by eyes, but Scopemate can not make them both focuse at the same time since they are not at the same

focal plane !




